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The application allows you to search cameras in the network, modify camera network settings 
(including multiple devices at once), firmware updates (including multiple devices at once), and 
change the camera configuration: restart, change the user's password, restore factory settings. 
Directly from the application, you can open a camera Web page by clicking on its IP address. 
 
A particular feature of the application is that, it is able to search even when the camera IP address is 
in a different subnet than the computer. 
 
Application capability 
After installing the application in a standard way and start the main window will open 
 
Search tab: 

 
 
The window displays a list of available devices. After selecting the check-box for the selected device, 
in the bottom of the window will show the panel to change the network address. After selecting 
several devices, the IP address entered in the panel will be at the start, and devices from the list will 
be addressed following addresses, according to the order on the list. In this case, all cameras must 
have the same username and password. 
 
NOTE: The application uses only one network adapter (searches only in one range of IP addresses). 
If your computer has two or more network adapters, connect the camera to the network adapter 
used by the application, or turn off unnecessary interfaces.



Upgrade tab: 

 
 
It allows you to update the firmware in the camera. After selecting the camera to upgrade and 
update file (Open button) and entering login information, click Upgrade to begin the process of 
updating. When you select multiple cameras, the update process takes place simultaneously in all. In 
this case, all cameras must have the same username and password. 
 
Config tab: 
After entering the IP address, port and login information camera, in this tab we can reboot the 
camera, change the user's password, and to restore factory settings. 
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