
RED SERIES FOR PROFESSIONALS
AGM BATTERIES



RED SERIES OF LEAD-ACID BATTERIES WAS DESIGNED 

FOR PROFESSIONAL ALARM SYSTEMS, FIRE 

PROTECTION SYSTEMS, BUFFER POWER SUPPLIES AND 

MANY OTHERS.

*ABSORBENT GLASS MAT TECHNOLOGY

• SAFE OPERATION

• MAINTENANCE-FREE

• LEAK PROOF

• USABLE IN EVERY POSITION

• HIGHER VOLTAGE AT POLARITY ENDS

• LONGER BATTERY LIFE

• HIGH CONCENTRATION OF ENERGY

AGM  
BATTERIES

THE USE OF  
AGM TECHNOLOGY* 
PROVIDES: 

�HIGH QUALITY 
AND FAILURE-FREE 
GUARANTEE

�SYSTEMATIC AND 
RELIABLE QUALITY 
CONTROL

�AN EVER-GROWING 
LIST OF SATISFIED 
CUSTOMERS

��MANUFACTURED IN 
VIETNAM

EASY MOUNTING OF LARGER 
CAPACITY BATTERIES WITH 
SCREW TERMINALS IN PLACE 
OF CLASSIC CLAMPS



TECHNICAL SPECIFICATIONS 

ZS-1.2 ZS-2.3 ZS-5 ZS-7.5 ZS-18 ZS-24 ZS-40 ZS-65 ZS-90

Nominal voltage (V) 12 12 12 12 12 12 12 12 12

Capacity (Ah) 1,2 2,3 5 7,5 18 24 40 65 90

Design life (years) 5 5 5 5 5 5 5 5 10

Dimensions

Height  (mm) 58 67 107 100 167 125 170 179 215,5

Width  (mm) 97 178 90 151 181 166 197,5 350 305,5

Depth  (mm) 43 35 70 65 77 175 165,5 167 168,5

Weight (kg) 0,55 0,89 1,72 2,3 5,9 7,6 12,8 20,4 26,5

Nominal 
capacity 
25 [oC]

20 h

Ah

1,2 2,3 5 7,5 18 24 42,8 68,4 93,6

10 h 1,15 2,22 5 7,3 16,9 22 40,5 65,3 90,5

5 h 1,1 2,1 4,8 6,6 16,55 19,05 37,55 55 77

1 h 0,72 1,66 3,99 4,85 12,4 12,6 24,2 41,9 50

Internal resistance 25 [oC] (mΩ) ~ 190 ~ 80 ~ 35 ~ 25 ~ 15 ~ 12 ~ 9 ~ 6,8 ~ 5,7

Maximum discharge current (A) (5s) 18 34,5 75 115 225 300 400 650 900

Voltage 
charge   
25 [oC]

Standby use 
V (-10 mVoC) 13,38  - 13,8 13,38  - 13,8 13,38  - 13,8 13,38  - 13,8 13,38  - 13,8 13,38  - 13,8 13,2  - 13,68 13,2  - 13,68 13,2  - 13,68

Cycle use 
V (-15 mVoC) 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7 14,4  - 14,7

Maximum charging current  (A) 0,48 0,92 2 3 6,8 9,6 16 26 27

DIMENSIONS OF  BATTERIES
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AAT HOLDING S.A.
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